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                            TYPICAL CONTENT % 

     

 ALO-WA (Macro) ALO-WA (Micro) ALO-BA (Macro) ALO-BA1 (Micro) 
     

Aluminium Oxide 99.73 % 99.69 % 95.65 % 94.20 % 

Titanium Dioxide 0.02 % 0.01 % 2.42 % 2.79 % 

Silicon Dioxide 0.01 % 0.03 % 0.92 % 1.34 % 

Iron Oxide 0.03 % 0.02 % 0.12 % 0.33 % 

Calcium Oxide 0.02 % 0.05 % 0.35 % 0.33 % 

Magnesium Oxide 0.01 % 0.01 % - - 
Sodium Oxide 0.14 % 0.20 % - - 

     

Bulk Density* ca. 0.8-2.1 g/cm3 ca. 0.8-2.1 g/cm3 ca. 1.5-2.1 g/cm3 ca. 1.5-2.1 g/cm3 

Shape Angular Angular Angular Angular 

Colour White White Brown Brown 

Specific Gravity (g/cc) ca. 3.9-4.1 g/cm3 ca. 3.9-4.1 g/cm3 ca. 3.9-4.1 g/cm3 ca. 3.9-4.1 g/cm3 

Hardness (moh/knop 
diamond) 

9 mohs 9 mohs 9 mohs 9 mohs 

Grit Size (FEPA) F008-F220 F230-F1200 F008-F220 F230-F1200 

 

 

*Depending on grain size 

 

Applications Bonded grinding wheels 
 Catalyst carrier 

 Coated abrasives 

 Dry blast abrasive 

 Electrical engineering 

 Fine blasting 

 Loose abrasive 

 Refractory products 
 Thermosetting plastics 

 Wear protection 

 Wet blast abrasive 
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